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Xiamen Yahanda Technology Co., Ltd

Yahanda Tech. is located in Xiamen where are known as
Garden City with convenient sea, land, air transportation
and facing Taiwan across the straight. Yahanda is a manu-
facturer which integrating with R&D,production, marketing
and after-sales service of 3D Modular & Flexible Welding
Fixture. These products are widely used in most fields such
as Engineering machines, Rail transportation, Vehicle and

car body manufacturing, Marine and shipbuilding, Industrial

pipeline, Sheet metal, Steel structures, Cabinet, Medical

devices and Furniture making etc. Besides, we are as agents

b

to sell lndustnal robots, Cutting machines, Welding machines,

Hardware tools and Weldlng consumables and other relatedl. _

prdducts YAHANDA _has agood business reputat|on hlgh
|

coVerage and hlgh efﬂmency serwde YAHAN DA has galned

recogmtlon and pralse from many companles To meetmarket

Design solutions.. Innovate continuously.. Satisfy customer request..

Yahanda’s Goal: As aleader of Modular & Flexible Welding Fixtures based in China to serve customers worldwide.
Business Philosophy: Create new competitive advantages constantly.

Enterprise Culture: Letall the partners can benefit from.

Xiamen Yahanda Technology Co., Ltd
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B 3D Flexible Welding Table & Fixtures is a newly widely-used welding

’ Let forever service

tool, which enjoy modularity, standardization & reusability. Mainly
used for welding clamping & locating of steel structures and other

product assemblies & fabrications. It has replaced traditional dedicated

fixtures with its high efficientcy/precision/convenience.

B Product features & classification

B According to working surfaces, tables there are two types: 2D & 3D Welding table.:

@ 2D Welding table has only one working surfaces and been precision machined.

3D Welding table has 5 precision machined working surfaces (1 top+4 side surfaces).:

M  According to hole size of tables, they are divided into 3 series—D16/D22/D28.

B D16 tables: Hole diameter is 16mm; Hole spacing to each other is 50+0.05mm; 3D Welding Table
Grid pattern 50x50mm on table top.

<<€ - -

[ | D22 tables: Hole diameter is 22mm; Hole spacing to each other is 75£0.05mm;

Grid pattern 75x75 mm on table top.

B D28 tables: Hole diameter is 28mm; Hole spacing to each other is 100+0.05mm;
Grid pattern 100x100 mm on table top.

B Material of welding tables: Steel S45C and Cast irons(HT300). |

And all plates are with reinforcing ribs on the underneath side.

Xiamen Yahanda Technology Co., Ltd
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B Application fields

B 1.Engineering machines 2.Rail transportation 3.Vehical & car body 4.Marine & shipbuilding

5.Cabinet 6.Sheet metal 7.Equipment manufacturing 8.Industrial piping 9.Furniture making etc.

B Compared with traditional dedicated fixtures

3D Welding table

Articles Traditonal dedicated fixtures

i
I

Appearance

Reusability

Welding for any different work pieces Only for the same one workpieces
Precision machined, tolerance reach to decimillimeter | Rough machined, big tolerance

product yield rate >98% 85%<product yield rate <95%

Locating precision

Clamping effects
Developing period Flexible build-up, only need about 45 minutes Designing & making > 10days
Quality Special processing, keep same better quality Difference between 2 fixtures
Users trainning Only 2 hrs to learn how to use by vedio Trainning for each different fixture

Maintainance & Management§ Modular & Standard for managing easily Piled in a mess

Cost/performance ratio} One-time cost, long-term benefit Continuous high cost

B Choosing and using of Welding fixtures

M Welding tables are chosen and used according to the size, shape and weight of weldments. Sheet metals and small
steel structures are mostly use D16 series welding tables. D28 series welding table are mostly for big steel structures and
heavy-duty machinery industry.Yahanda suggest choosing D22 series welding tables for weldments which sizes & shapes are
variable and changing greatly.

[ Fixturing tools are chosen to use according to weldments' shapes and sizes. Complex weldments use more fixturing
tools relatively, and less for simple ones.

Tel: +86-592-7621595 Fax:+86-592-7621562 E-mail: eng@yahanda-weld.com. sale@yahanda-weld.com
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Product Introduction

B 3D Welding table has 5 working surfaces (1 top + 4 side surfaces), the sides are for extending working
area and positioning.

B 3 Series: D16/D22/D28.

[ D16 tables: Hole diameter is ®16mm; Hole spacing to each other is 50+0.05mm; Grid pattern 50x50mm on table top.

B D22 tables: Hole diameter is ®22mm; Hole spacing to each other is 75+0.05mm; Grid pattern 75x75mm on table top.

B D28 tables: Hole diameter is ®28mm; Hole spacing to each other is 100£0.05mm; Grid pattern 100x100mm on table top.

Specifications

Maximum Processing Rang of Gantry Type Milling Machine : 12mx4.5m(for Welding Tables & Customized Fabricatins )

1000*500*100

1000*1000*100
1200*1200*100
1500*1000*100
1500%1500*100
2000%1000*100
2400%1200*100

YHD16S1050
YHD16S1010
YHD16S1212
YHD16S1510
YHD16S1515
YHD16S2010
YHD16S2412

1000*500*150

1000*1000*150
1200%1200*150
1500*1000*150
1500%1500*150
2000%1000*150
2400%1200*150

YHD22S1050
YHD22S1010
YHD22S1212
YHD22S1510
YHD22S1515
YHD2252010
YHD22S2412

1000*1000*200
1200*1200*200
1500*1000*200
1500*1500*200
2000%1000*200
2400%1200*200
3000%1500*200
4000*2000%200

YHD28S1010
YHD28S1212
YHD28S1510
YHD28S1515
YHD28S2010
YHD28S2412
YHD28S3015
YHD2854020

Xiamen Yahanda Technology Co., Ltd
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Max. Machining Range:

4.5x12m

—
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Product Introduction
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B 3Series: D16/D22/D28.
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B Working surface of 2D Welding table is precision machined.

[ Hole size and pattern of each series are same as 3D Welding tables.

Specifications

Maximum Processing Rang of Gantry Type Milling Machine : 12mx4.5m(for Welding Tables & Customized Fabricatins )

1000*1000*150
1200*1200*150
1500*1000*150
1500%1500*150
2000%1000*150
2400%1200*150

YHD28ES1010
YHD28ES1212
YHD28ES1510
YHD28ES1515
YHD28ES2010
YHD28ES2412

1000*500*150

1000*1000*150
1200*1200*150
1500*1000*150
1500*1500*150
2000%1000*150
2400%1200*150

YHD22ES1050
YHD22ES1010
YHD22ES1212
YHD22ES1510
YHD22ES1515
YHD22ES2010
YHD22ES2412

1000*500*150

1000*1000*150
1200*1200*150
1500*1000*150
1500*1500*150
2000%1000*150
2400%1200%150

YHD16ES1050
YHD16ES1010
YHD16ES1212
YHD16ES1510
YHD16ES1515
YHD16ES2010
YHD16ES2412

Tel:+86-592-7621595 Fax:+86-592-7621562 E-mail: eng@yahanda-weld.com. sale@yahanda-weld.com m
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B Table working area can be extended by Cube case, supporting angles. N|e[ofofofofo]”

B Mounting hole can be made according to Positioner and Tilter size.

Specifications

~ D22PartNo.  SizeWH (mm)
600*150 YHD28SW600
400°150 YHD2BSWE00
1000*150 YHD28SW1000
1200*150 YHD28SW1200
1500*150 YHD28SW1500

Xiamen Yahanda Technology Co., Ltd

600%100
800%100
1000*100
1200*100

YHD16SW600

YHD16SW800
YHD16SW1000
YHD16SW1200
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B 2D Octagonal welding table
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Specifications

- Di6PartNo.
1000185
12007185

1500*18.5

YHD22EW600
YHD22EW800
YHD22EW1000
YHD22EW1200
YHD22EW1500

600%25
800%25
1000*25
1200*25
1500%25

YHD28EW600
YHD28EW800
YHD28EW1000
YHD28EW1200
YHD28EW1500

600*14
800%14
100014
120014

Tel:+86-592-7621595 Fax:+86-592-7621562 E-mail: eng@yahanda-weld.com. sale@yahanda-weld.com
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B 3D Welding table with Hydraulic scissor lifter
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Product Introduction

Th=850~1200mm

L I

B Control table lifting height (Hand operated / Foot pedal). B Liftingtime:15s ( Adjustable).

B Lowestheight: 400mm.

B Height adjustable (Suggested height 850mm).

B Load bearing capacity:1.0T-1.2T, D22—1.2T-2T, D28—2.3T-4T.

Specifications

1000*500*100
1000*1000*100
1200*1200*100

1500*1000

*100

1500*1500*100
2000%1000*100
2400%1200*100

EE Xiamen Yahanda Technology Co., Ltd

YHD16YY1050
YHD16YY1010
YHD16YY1212
YHD16YY1510
YHD16YY1515
YHD16YY2010
YHD16YY2412

1000*500*150
1000*1000*150
1200*1200*150

1500*1000
1500*1500

*150
*150

2000%1000*150
2400%1200*150

YHD22YY1050
YHD22YY1010
YHD22YY1212

YHD22YY1510
YHD22YY1515
YHD22YY2010
YHD22YY2412

1000*1000*200
1200*1200*200
1500*1000*200
1500*1500*200
2000%1000*200
2400%1200*200
3000%1500*200
4000%2000*200

YHD28YY1010
YHD28YY1212
YHD28YY1510

YHD28YY1515
YHD28YY2010
YHD28YY2412
YHD28YY3015
YHD28YY4020




B 3D Welding table with Rail System

Product Introduction

[l Itis mainly used for clamping and welding of big steel structures and large-scale projects, such as pylons,
steel structure stage, jib crane, digger bucket arm, steel structure advertising frame, etc.

B Thelength of rail base depends on weldment, and in general, about 1000mm longer than weldment.
Regulations of table position have lifting type and sliding type, and can be made according to
customers’ requirements. Tables are bolted on rails by quick locking pins and rail anchoring in

the ground is site operation.

B Quantity of tables on rail according to demands.

Tel:+86-592-7621595 Fax:+86-592-7621562 E-mail: eng@yahanda-weld.com. sale@yahanda-weld.com
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B Supporting legs

—®89*200+80 —®89*200—400 —®89*200+80

—®89*350+80 —®89*350-550 —®89*350+80
T D T T D

—®89*450+80 —®89*450—-650 —®89*450+80

——»89*620+80 —89*620—-820 —»89*620+80

Standard Legs Telescopic Leg

) g /:/
Product Introduction

Foot cup
B Standard leg: Height adjustable range 0-80mm, and can be fixed on ground.

Universal wheel Leg

Support leg

Expansion bolts

Ground

M Alltypes of legs are supporting Welding tables.

YHD16/22/28BZT200

3 Series: D16/D22/D28 TTT
Category Height

B Universal wheel leg: With brake, height adjustable range 0-80mm.

Specifications

®89*200+80
®89*350+80
®89*450+80
®897620+80

YHD16/22/28BZT200
YHD16/22/28BZT350
YHD16/22/28BZT450
YHD16/22/28BZT620

®89*200—400
®89*350—550
®89*450—650
®897620—820

YHD16/22/28GDT200 ®89*200+130
YHD16/22/28GDT350 ®89*350+130
YHD16/22/28GDT450 ®89*450+130
YHD16/22/28GDT620 ®89%620+130

B Supporting angle

Product Introduction

1 set has two parts—Left & Right, used for positioning TypeA O
for big weldments or extending table working area. L

B Can match with other fixturing tools for clamping and positioning weldments.
B With slot and hole on bottom side to regulate and fix position.

Specifications

210*65*262(Left) YHD22ZC262L

210*65*262(Right) | YHD22ZC262R

275*75*300(Left) YHD28ZC300L

275*75*300(Right) | YHD28ZC300R

150*50*200(Left)
150*50*200(Right)

YHD16ZC200L
YHD16ZC200R

-_—
-_—

Xiamen Yahanda Technology Co., Ltd
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Type B

Y

L
Product Introduction

200*50*400(Left)
200*50*400(Right) [ YHD16ZC400R
200*50*600(Left) YHD16ZC600L
200*50*600(Right) [ YHD16ZC600R

YHD16ZC400L 260*65*525(Left)
260*65*525(Right)
298*75*712(Left)

298*75*712(Right)

YHD22ZC525L
YHD22ZC525R
YHD22ZC712L
YHD22ZC712R

325*75*600(Left) YHD28ZC600L
325*75*600(Right) [ YHD28ZC600R
375*100*800(Left) YHD28ZC800L
375*100*800(Right) [ YHD28ZC800R

¥

B Application case

=

Fixing and clamping for water tank Fixing and clamping for Electrical cabinet frame.

Tel:+86-592-7621595 Fax:+86-592-7621562 E-mail: eng@yahanda-weld.com. sale@yahanda-weld.com




Product Introduction Fixing and clamping for large Square pipe structure.

B Used for positioning for big weldments B With slot and hole on bottom side to regulate
or extending table working area. and fix position.
B Can match with other fixturing tools for [ Asconnectorfor 2 or more than 2 tables.

clamping and positioning weldments.

B Jointing some U-Shape cube cases together to work as a Welding table.

Xiamen Yahanda Technology Co., Ltd
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Il L-Shape cube case L
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Product Introduction loococoood|| r
B Used for positioning for big weldments B With slot and hole on bottom side to regulate
or extending table working area. and fix position.

B Can match with some other fixturing tools for clamping and positioning weldments.

Specifications
200%100*50 YHD16L200

300*100*50 YHD16L300
500*100*50 YHD16L500

B Corner module

0 =T WO
B Used for positioning for big weldments or 0 = 100*100%90 YHD16JL100
extending table working area. ) 150*150*135 YHD22JL150

200*200*175 YHD28JL200

B With slot and hole on bottom side to regulate and fix position.

Tel:+86-592-7621595 Fax:+86-592-7621562 E-mail: eng@yahanda-weld.com. sale@yahanda-weld.com
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Opening
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Product Introduction

B Used for welding workings which need to adjust and B Angle adjustable range: 0~230°.
transvert angles frequently.

B With angle index to adjust angle according to demands. B Fixturing accessories place on it for positioning.

Specifications

200*50*50 YHD16JD250 350*75*75 YHD22JD350 500%100*100 YHD28JD500

B Locating angle

8233)0))

Type A Type B Type C Type D Type E Type F Type G

Product Introduction T

B These locators are widely used. B Canextend and enlarge tables.

L w
B The ones with Slot design are adjustable. M 3 designs of 7 types: Hole/Slot, Hole/Hole, Slot/Slot.

Specifications

- 50*25*40 YHD16JC5040 60*36*55 YHD22JC6055 75*50%75 YHD28JC7575
- 90*25*37.5 YHD16JC9037 130*36*55 YHD22JC13055 175*50*75 YHD28JC17575

Xiamen Yahanda Technology Co., Ltd
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YHD16JCI0(H/S) 130*36*130 YHD22JC130(H/S) 175*50*175 YHD28JC175(H/S)
YHD16JC90(H/H) 130*36*130 YHD22JC130(H/H) 175*50%175 YHD28JC175(H/H)
( ( . (

YHD16JC90(S/S) 130*36*130 YHD22JC130(S/S) 175*50*175 YHD28JC175(S/S)
YHD16JC90100 130*36*148 YHD22JC130148 175*50*200 YHD28JC175200
YHD16JC14090 130*36*205 YHD22JC130205 175*50*275 YHD28JC175275

B Locating bar

W o &"/‘/

Type A Type B Type C Type D Type E Type F

Product Introduction

B U-nicks of bar are used for locating corner B Widely used and the ones with slot design are adjustable.
of workpiece-

Specifications

- 50%25*12 YHD16PC50 72*36*18 YHD22PC72 100*50*25 YHD28PC100
- 75*25%12 YHD16PC75 110*36*18 YHD22PC110 150*50*25 YHD28PC150

Tel:+86-592-7621595 Fax:+86-592-7621562 E-mail: eng@yahanda-weld.com. sale@yahanda-weld.com
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115*25*12 YHD16PC115

140*25*12 YHD16PC140

TypeC
Typed |
- 190*25*12 YHD16PC190
TrpeF

250*50%12 YHD16PC250
400*50*12 YHD16PC400

B Plane square

Type A Type B

Product Introduction

M Used for positioning on a flat surfaces.

B The ones with Slot design are adjustable

Specifications

90*75*12 YHD16PJ9075
90%90*12 YHD16PJ9090

200%275*12 YHD16PJ200275

Xiamen Yahanda Technology Co., Ltd

167*36*18
205*36*18
280*36*18
392*75*18
692*75*18

Type C

N

Type D

135*105*18
135*130*18
135*205*18
150*242*18
280*355*18

YHD22PJ135105
YHD22PJ135130
YHD22PJ135205
YHD22PJ150242
YHD22PJ280355

225*275*25
)

175*325%25
225*325*25

R
375*500*25

E/Type E

Type E
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B Angle-setting template

7

Product Introduction

B Used for positioning of planar angle. B With angle index to adjust angle according to demands.

Specifications

W V-bloc

—
<
o

(¢

o

a
Type A Type C O”
~ <
: =
Product Introduction 7
D
B Mainly used for positioning of pipe workpieces. @ 90° V-Block for Pipe diameter under 100mm.
B 120° V-Block for Pipe diameter in 100mm-140mm. B 150° V-Block for Pipe diameter over 140mm.

Specifications

®70*34*120°
®50*34*120°

YHD16VA70120

®55*40*90°
®55*34*120°

YHD22VA5590
YHD22VA55120

®60*50*90°

®60*50*120°
®60*50*150°
®70*34*120°
®78*60*90°

®78*60*120°
®78*60*150°

YHD28VA6090
YHD28VA60120

YHD28VA60150
YHD28VB70120

YHD28VC7890
YHD28VC78120

YHD28VC78150

YHD16VA50120

®50*34*120°
®78*50*90°
®78*50*120°

YHD16VB50120
YHD16VC7890
YHD16VC78120

®65*34*90° YHD22VB6590
®55*40*90° YHD22VC5590
®78*60*120° YHD22VC78120

®78*60*150° YHD22VC78150

i
T
i
il
i
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Telescopic 45° Inclinable

T T

ml

YHD16YSG200 YHD16YSS200 YHD16YSQ200
YHD22YSG250 YHD22YSS250 YHD22YSQ250
YHD28ysGso0  _ YHD28ySsseo  _ YHD28YSQ300
Type B H kT- f I
YHD16YLG200 YHD16YLS200 YHD16YLQ200
YHD22YLG250 YHD22YLS250 YHD22YLQ250
YHD28yLG300 _  _ __ _ __  YHD28yLssoo _ ___ __ _ __ _ YHD28YLQ300
Type C | || E | ‘ ll
YHD16YHG200 YHD16YHS200 YHD16YHQ200
YHD22YHG250 YHD22YHS250 YHD22YHQ250
YHD28YHG300 _  _ _ _ _  YHD28YHS300 _  _ _ _ __ YHD28YHQ300
TypeD
Ball Head
YHD16YSP200 Clamping pad
YHD22YSP250
YHD28YSP300 . L
YHD162JT180 YHD16ZJT90A YHD16ZJT45
YHD222JT180 " YHD22ZJT90A “ YHD22ZJT45
YHD282JT180 YHD28ZJT90A YHD28ZJT45
2-Point clamping bridge Clamping sleeve 90° Clamping sleeve 45°
YHD162JT180 YHD162JT180 YHD16ZJT90B
YHD222JT180 . YHD222JT180 YHD222JT90B
YHD282JT180 YHD282JT180 YHD28ZJT90B
3-Point clamping bridge Horizontal clamping Vertical clamping

corner tube corner tube
Product Introduction

M Toclamp and reinforce the workpieces after positioning. [ Putintotable and fixture’s hole directly.

Xiamen Yahanda Technology Co., Ltd
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B Move up and down to fix height. M Itisflexible and can move around and revolve.
B Clamping pad adapt to any angle for B knurled handle (S45C) for Clamping piece Type A.
weldments and is replaceable. (weed out the rubber handle)

B Toggle Clamp with base

Horizontal toggle clamp Vertical toggle clamp

YHD16JY200C ‘ YHD16JY200S
TypeA 4EYHD22JY200C i‘?mﬂ 4EYHD22JY2OOS
YHD28JY200C YHD28JY200S

YHD16JF200C YHD16JF200S
Type B o ‘t—EYHDZZJFZOOC YHD22JF200S
YHD28JF200C YHD28JF200S

YHD16JK200C e YHD16JK200S
Type C Al

‘ YHD22JK200C YHD22JK200S

YHD28JK200C YHD28JK200S

Product Introduction

B Asabase to match with Toggle clamps.

B Two types: Round type & Square type.

B Choosing Toggle clamps according to size of workpieces.

B Canlocate on table & fixturing accessories to clamp quickly after matching set.
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B Quick locking bolt

M

Opened

Type A Type B =
O
Locked
o D |
Product Introduction
B Forconnecting two or three parts together. B Useinner hexwrench to tighten.

B TypeAfor 2 parts connection, and Type B for 3 parts. M Itis the main locking piece for Modular & Flexible
welding fixtures.

®22*36 YHD22KS2236 ©28*50 YHD28KS2850
®22*54 YHD22KS2254 028*75 YHD28KS2875

- D16*24 YHD16KS1624
- ®16*36 YHD16KS1636

B Countersunk locking bolt

Opened
l_
Type A Type B
Y
O
SN— Locked
D
Product Introduction
B Forconnecting two or three parts together. @ Useinnerhex wrench to tighten.
B TypeAfor 2 parts connection, and Type B for 3 parts. B Useitforavoiding interference.

- »16*24 YHD16CS1624 D22*36 YHD22CS2236 ©28*50 YHD28CS2850
- ®16*36 YHD16CS1636 ®22*54 YHD22CS2254 028*75 YHD28CS2875

Xiamen Yahanda Technology Co., Ltd
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B Double countersunk locking bolt

*

TypeA Type B !

Product Introduction

B Forconnecting two or three parts together. B Useinner hex wrench to tighten.

B TypeAfor 2 parts connection, and Type B for 3 parts. B Useitforavoidinginterference.

- 016*24 YHD16PS1624 ©22*36 YHD22PS2236 YHD28PS2850
- ®16*36 YHD16PS1636 ©22*54 YHD22PS2254 YHD28PS2875

B Connection locking bolt

Opened
o~ |
Y
Type A Type B D g
Locked
B Forconnecting two or three parts together. M Useinnerhexwrench to tighten.

M TypeAfor 2 parts connection, and Type B for 3 parts. M Useitwhen connection required for long time.

- ®16*24 YHD16LJ1624 ®22*36 YHD22LJ2236 ®28*50 YHD28LJ2850
- ®16*36 YHD16LJ1636 ®22*54 YHD22L)2254 028*75 YHD28LJ2875
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B Magnetic locking bolt

) New 4

Type A

Product Introduction

B Mainly for positioning of Sheet metal workpieces. B Useinner hex wrench, cutting off magnet by
anti-clockwise rotation.

B TypeAfor Series D22/D28, Type B for Series D16. M Max suction force: D28-15Kg, D22-9Kg, D16-5Kg.

Specifications

®16*12 TypeB | YHD16CL1612 (OPPANE TypeA/B | YHD22CL2218 ®28*25 Type A/B | YHD28CL2825
®16*24 Type B | YHD16CL1624 ®22*36 Type A/B | YHD22CL2236 ®28*50 Type A/B | YHD28CL2850

B Adjustable locking bolt

70mm
) [¢)
\
. i D I
Y Y
O ] O i}
" ol D
Product Introduction =
B For workpieces with many different thickness. B Locking length range as specifications.

B Use this one when position of locators changed frequently.

Specifications
P16*(17<T<26) YHD16BS1624 ?22%(23<T<38) YHD22BS2236 ?28*(30<T<52) YHD28BS2850

Xiamen Yahanda Technology Co., Ltd
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L[+
<D,
B Useitwhenlocators are unable to reach B Its rod can as connector to put V-block onto

required point. height adjustor.

B Whenitis notin use, put washer on rod according to size.

®16*65 YHD16DP65 ®22%105 YHD22DP105 ®28%150 YHD28DP150

T=1mm, 2mm, 2.5mm, 3mm, 4mm,
Smm, 10mm, 20mm, 40mm

T=1mm, 2mm, 2.5mm, 3mm, 4mm,
Smm, 10mm, 20mm, 40mm, 50mm

T=1mm, 2mm, 2.5mm, 3mm, 4mm
Smm, 10mm, 20mm

—®50x50~85mm o
Rod (Adjust h
z YHD16TG5085 od (Adjusting washer)
———165*65~100mm g _
V-block (Type B =
YHD22TG6585 (Type B) ey
—080x75~110mm g

Height adjustor ¥
YHD28TG75110
-\

B Used for supporting and adjusting height, B Wwith heightindex, can carry a V-block to work together.
it can be fixed after adjusted.
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M Quadrant bracket
Product Introduction

 150x150x50mm
YHD16DD1 .
B Usages are same as Supporting angles.
137x137x65mm
YHD22DD137
B Forbig workpieces which has requirements for angle.
—200x200x75mm
YHD28DD200
@ With angle index, can be adjusted according to demands.
B Heightrod
T ®16x75mm
YHD16TG1675
—®22x100mm
YHD227G22100
— ®28x125mm
YHD28TG28125

Product Introduction

B For adjusting height, can be fixed after adjusting.
M Headsize: D16—30mm, D22—40mm, D28—50mm. B With heightindex.

B Compared with Height adjustor, it has different supporting capacity and unable to carry V-block.

B Eccentric locating plate

Product Introduction

B For positioning special and odd shape workpieces.

B Moving and revolving eccentric plate to fix different positions.

®60*12 YHD16PX60 ®70*22 YHD22PX70 ®75*25 YHD28PX75
—— | —— Rown YHD22PKSO 0100725 YHD28PX100

Xiamen Yahanda Technology Co., Ltd
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Bl Magnetic locator

160x160x50mm 150x150x40mm
YHD16MA160 YHD16MV150
115x190x40mm 200x200x50mm
YHD22MA190 YHD22MV200
YHD28MA190 YHD28MV200
Type A Type B

Product Introduction

M Type Aangle adjustable rang:30-270°. M Type B locator angle 90, round pipes can be fixed by the two V slots.

B Type A/B control magnet by turning knob. [l Vertical suction force: Type A—appr.80 kg, Type B—appr.60 kg.

- Ground connector
i K-
= o
i e
B Playing arole of safety protection. B The head fixed on table side surface and the tail connect

to ground wire.

B Transportring

190x100x180mm

YHD16DH190

YHD22DH190

YHD28DH190

Product Introduction

B Forhoisting table to move to another place, B Can hoist 3 series tables: D16/D22/D28.
hoisting weight under 2.5 tons.
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@ 8 8 8 8 8 8 8 8
o O O O 0O 0O O 0 ©O
e 8 8 8 0 & B B B
c o 0O 0O 0 O 0 0 ©O
T 8 8 8 8 B0 &8 B B8 8
o 0 0O 0O 0o 0O 0 0 O
8 8 8 8 @ @ B8 8 8
c 0O 0O 0O ¢ O 0 0O O
E—'—H
Type A Type B

Product Introduction

B Small fixturing tools place on cart panel. B Cart bottom can carry big fixturing tools like Supporting
angle, Cube case etc.

Specifications

- 600*450%920 YHD16TC600 800*650*970 YHD22TC800 1000*850*1020 YHD28TC1000

650*450%920 YHD16TX650 700*550%920 YHD22TX700 750*600%920 YHD28TX750

B Auxiliary tools

Hex wrench Nylon brush Oil stone Bronze hammer
YHDOOTYO01 YHDOOTYO02 YHDOOTYO03 YHDOOTY04

4\ - j B i i )
Rubber hammer Metallic oiler Anti-spattering lotion Shipping package
YHDOOTYO05 YHDOOTY06 YHDOOTYO07 YHDOOTYO08

Xiamen Yahanda Technology Co., Ltd
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ooi%

Applications in Cabinet
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B Ifyou are not sure of how to select clamping accessories,please refer
recommended accessories packages.

B Please make corresponding choices of accessories configuration according
to the complexity of you products.

J =

Supporting Angle(B) Locating Angle(B) Locating Angle(C) Locating Bar(C) Locating Bar(F)

KTt T A A B T
kT2 2x . 6x . 6x 8  2x
kT3 4x 8 8x . 10x 2x
KT4 6 12x o 12x o 2x Ax

KT5 8 . 16x  16x  M4x  4x

: L'Tg
Telescopic Clamping Piece  45°Inclinable Clamping Piece Plane Square(B) Horizontal Toggle Clamp(A) Vertical Toggle Clamp(A)

KT Ax 2% 22
KT2  6x . 4x . 2x . Ax Ax
kT3 10x o 8x  4x . Ax o 4x
kT4 t4x . f0x  ex  6x o 6x

KT  16x  16x  8x  8x  8x

¥ Mo f O

V-Block(A) Quick Locking Bolt(A) Countersunk Locking Bolt(A) Magnetic Locking Bolt(B) Ground Connector
KTt 2x 16 A — I
kT2 Ax 20 8x  4x . Ix
kT3 4x . 28x  8x 8 . Ix
kT4  6x  38x  Mox - 12x  Ix

KT 8x . 42x o 12x o 12x o Ix

Xiamen Yahanda Technology Co., Ltd
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Requirements and Suggestions

Dear Customers:

We sincerely appreciate your trusts and supports to YAHANDA. In order to improve YAHANDA quality of service and communication efficiency,

please raise your comments and suggestions to YAHANDA by writing. We shall make detailed solutions for you as quickly as we could.

Contact Us

Tel:+86-592-7621595 Fax:+86-592-7621562 E-mail: eng@yahanda-weld.com. sale@yahanda-weld.com
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